
Actual Size

DASH NUMBER*

INDUCTANCE (µH) 

±10% @1 kHz

DC RESISTANCE

MAXIMUM (OHMS)

CURRENT RATING

MAXIMUM (mA DC)

INCREMENTAL

CURRENT (mA DC)

SERIES P1330R
P1330

Surface Mount Power Inductors

Physical Parameters
                Inches                        Millimeters
A              0.300 to 0.325           7.62 to 8.26
B              0.105 to 0.125           2.67 to 3.18
C              0.125 to 0.145           3.18 to 3.68
D              0.020 Min.                 0.508 Min.
E              0.040 to 0.060           1.02 to 1.52
F              0.190 (Ref. only)        4.83 (Ref. only)
G              0.070 (Ref. only)        1.78 (Ref. only)

Weight Max (Grams) 0.30

Operating Temperature Range –55°C to +125°C

Current Rating at 90°C Ambient 35°C Rise 

Maximum Power Dissipation at 90°C 0.210 W

Inductance Measured at 1V with no DC current

Incremental Current The current at which the inductance
will be decreased by a maximum of 5% from its initial zero
DC value.

Marking Delevan; dash number followed by a P; 
date code (YYWWL). Note: An R before the date code
indicates a RoHS component.
Example: P1330-104J
                  DELEVAN
                  104P
                  0719A 

Packaging  Tape & reel (16mm): 7" reel, 500 pieces max.;
13" reel, 2200 pieces max.

Made In the U.S.A. 

Power Inductors
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SERIES P1330 FERRITE CORE
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Optional Tolerances:  J = 5%  H = 3%  G = 2%

*Complete part # must include series # PLUS the dash #

For surface finish information, refer to www.delevanfinishes.com

3/2018


